CLIENT NAME

JOB/SITE NAME

LOCATION

PROJECT NUMBER

Cambria Environmental Technology, Inc.
5900 Hollis Street, Suite A
Emeryville, CA 94608

Telephone: (510) 420-0700

Fax: (510) 420-9170

BORING/WELL LOG

Chevron Environmental Management Company BORING/WELL NAME MW-4D

Chevron #9-5121

DRILLING STARTED 10-May-05

875 Main Street, Fortuna, CA

DRILLING COMPLETED __ 17-May-05

31H-1913

WELL DEVELOPMENT DATE (YIELD) __NA

WELL LOG (PID) IN\9-5121~T\GINT\MW-1D - MW-6D.GPJ DEFAULT.GDT 8/4/05

DRILLER Woodward Drilling Co. GROUND SURFACE ELEVATION Not Surveyed
DRILLING METHOD Hollow-stem auger TOP OF CASING ELEVATION _Not Surveyed
BORING DIAMETER 8" SCREENED INTERVAL 28 to 38 fbg
LOGGED BY M. Terry DEPTH TO WATER (First Encountered) NA S_Z
REVIEWED BY B. Foss, PG # 7445 DEPTH TO WATER (Static) NA !
REMARKS Cleared with airknife to 8 fbg.
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